MD 586 IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION
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PHASING NOTES:

1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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PROJECT DESCRIPTION
THIS PROJECT INVOLVES THE MODIFICATION OF THE EXISTING TRAFFIC CONTROL SIGNAL AT
THE INTERSECTION OF MD 586 AND TWINBROOK PKWY. IN MONTGOMERY COUNTY.
MD 586 IS ASSUMED TO RUN IN AN EAST-WEST DIRECTION. LEGEND OF UNDERGROUND

CABINET IS BEING USED.

MD 586 AND N.B.

THIS WORK WILL INVOLVE
OVERLAP PHASE.

MD 586 AND SIDE STREET SPLIT PHASING.
TWINBROOK PKWY.

INTERSECTION OPERATION
AN EXISTING EIGHT-PHASE, FULL-TRAFFIC-ACTUATED NEMA CONTROLLER HOUSED IN A BASE
THE CONTROLLER CURRENTLY OPERATES AS A SIX-PHASE.
TRAFF1C-ACTUATED CONTROLLER WITH AN EXCLUSIVE LEFT TURN PHASE FOR WESTBOUND

RIGHT TURN OVERLAP PHASES EXIST FOR £.B.

THE ELIMINATION OF

THE EASTBOUND MD 586 RIGHT TURN
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FEQUIPMENT LIST

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY CONTRACTOR
ALL EQUIPMENT SHALL HAVE CATALOG CUTS SUBMITTED TO 0QTS FOR
APPROVAL PRIOR TO INSTALLATION.
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DESCRIPTION
MAINTENANCE OF TRAFFIC

REMOVE AND DISPOSE EXISTING SIGNAL HEAD

RELOCATE EXISTING SIGNAL HEAD

FURNISH AND INSTALL ELECTRICAL CABLE 5-CONDUCTOR
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